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Effluent characteristic Effluent limitations 

pH ................................... Within the range 6.0 to 9.0. 

(b) Any untreated overflow from fa-
cilities designed, constructed and oper-
ated to treat the volume of runoff from 
materials storage piles which results 
from a 10-year, 24-hour rainfall event 
shall not be subject to the pH and TSS 
limitations stipulated in paragraph (a) 
of this section. 

[39 FR 6591, Feb. 20, 1974. Redesignated and 
amended at 44 FR 50741, Aug. 29, 1979] 
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AUTHORITY: 33 U.S.C. 1311, 1314, 1316, 1317, 
1318, 1342, 1361. 

SOURCE: 68 FR 7269, Feb. 12, 2003, unless 
otherwise noted. 

§ 412.1 General applicability. 

This part applies to manure, litter, 
and/or process wastewater discharges 
resulting from concentrated animal 
feeding operations (CAFOs). Manufac-
turing and/or agricultural activities 
which may be subject to this part are 
generally reported under one or more 
of the following Standard Industrial 
Classification (SIC) codes: SIC 0211, SIC 
0213, SIC 0214, SIC 0241, SIC 0251, SIC 
0252, SIC 0253, SIC 0254, SIC 0259, or SIC 
0272 (1987 SIC Manual). 

§ 412.2 General definitions. 

As used in this part: 
(a) The general definitions and abbre-

viations at 40 CFR part 401 apply. 
(b) Animal Feeding Operation (AFO) 

and Concentrated Animal Feeding Oper-
ation (CAFO) are defined at 40 CFR 
122.23. 

(c) Fecal coliform means the bacterial 
count (Parameter 1) at 40 CFR 136.3 in 

VerDate Aug<31>2005 13:42 Aug 18, 2008 Jkt 214169 PO 00000 Frm 00207 Fmt 8010 Sfmt 8010 Y:\SGML\214169.XXX 214169er
ow

e 
on

 P
R

O
D

1P
C

71
 w

ith
 C

F
R


